**Leatherheads & Accessories**

Use your CNC router or CNC bridge saw to leather your stone!

### The Leatherhead

- **Part Number**: 14-500-03
- **Tool Diameter**: 324 mm (12.75”)
- **Tool Weight**: ~16.5 lbs.
- **Overall Length**: 67 mm (2.625”)
- **Adaptor Type**: 35 mm Conic Tool Holder

### Leatherhead Mini

- **Part Number**: 14-500-04
- **Tool Diameter**: 140 mm (5.5”)
- **Tool Weight**: ~4 lbs.
- **Overall Length**: 67 mm (2.625”)
- **Adaptor Type**: 35 mm Conic Tool Holder

**Product Info**

- Adapt to any 35 mm conic tool holder
- Can be used on belt driven and electro-spindle machines
- Accepted Brush Styles:
  - **The Leatherhead** - Frankfurt-style brushes, 4” and 5” Snail Lock brushes
  - **Leatherhead Mini** - 4” and 5” Snail Lock brushes
- Leatherhead Mini fits into most tool racks

#### Frankfurt

- 4” Snail Lock
- 5” Snail Lock

#### NEW! from BLICK INDUSTRIES

**1/2” Gas Adaptor**

Use The Leatherhead on a 5-axis saw with the BLICK INDUSTRIES 1/2” Gas Adaptor.

<table>
<thead>
<tr>
<th>Product Name</th>
<th>The Leatherhead</th>
<th>Leatherhead Mini</th>
</tr>
</thead>
<tbody>
<tr>
<td>Part Number</td>
<td>14-500-03</td>
<td>14-500-04</td>
</tr>
<tr>
<td>Tool Diameter</td>
<td>324 mm (12.75”)</td>
<td>140 mm (5.5”)</td>
</tr>
<tr>
<td>Tool Weight</td>
<td>~16.5 lbs.</td>
<td>~4 lbs.</td>
</tr>
<tr>
<td>Overall Length</td>
<td>67 mm (2.625”)</td>
<td></td>
</tr>
<tr>
<td>Adaptor Type</td>
<td>35 mm Conic Tool Holder</td>
<td></td>
</tr>
</tbody>
</table>

**Use your CNC router or CNC bridge saw to leather your stone!**

BLICK INDUSTRIES
2245 Laguna Canyon Road
Laguna Beach, CA 92651 USA
(949) 499-5026
www.blickindustries.com

Visit [www.blickindustries.com](http://www.blickindustries.com) to view our entire product catalog